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A/rite lock-out 

... 1 ) to Program or erase operations with respect to boot block A uce the lo^cal yhr down PDPWRDN 
are therefore allowed. The wnte lock-put protection si A TbK lo^al M h PDPWRDN signai then 
puts mechanism remains unlocked as long as the Vpp volt- flash EpROM 10 into the ... 
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[citation] Take control of TCPA 
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... can be used to detect software compromise, such as a rooted kernel, and to lock down use of ... 
A startup with clearing of the PCRs is done at boot time, so all PCR values ... TPM_ForceClear 
requires proof of physical presence, which normally is given by holding down the Fn key ... 
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Compiie-time decided instruction cache locking using worst-case execution paths psu, edu [PDF] 
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... the cur- rently locked function is set to the WCET of x after lock- down (lines 15, 16). Using these 
new node weights, the new WC-path after lockdown of x is computed (line 17). Finally, the overall 
set of locked functions is returned which then serves for startup code generation as ... 
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Floating gate non-voiatiie memory with deep power down and \ 



Methuds^ *r>r hardware block locking in a nonvolatile memory 

... BASE ADDRESS REGISTER VALIDATE CODE IF DESIRED UPDATE CODE 555 560 565 
RE-LOCK/LOCKDOWN BLOCKS } FIG ... and unlocking of the blocks of the memory array 130 as 
well as lock down of the ... 2, the boot code or other start-up routine 275 is stored in a memory ... 

Protected boot flow 

' >U Google Parents 
... 2) Lock boot block— The boot block is set to a locked- down state. Execution of 
the lockdown code takes place external to the boot block, since flash memory cannot 
be locked down while executing code from within itself. ... 
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Method of and apparatus for startup of a digital computer system clock 
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... As an input, the signal CLKIN is provided as a mas- At startup, the output of the PLL will 
be at the ter clock signal. ... These chips phase detector 10 provides two signals, UP* and 
accomplish this by connecting a counter in a lock indi- 20 DOWN*. ... 
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. . . adjusting the dynamic range of the VCO in a PLL at start-up for optimal operating . . . 

... be to use a counter that would be programmed to assert the pre-lock signal on startup and count 
a ... In this embodiment, the pre-lock control block will start by forcing the pre-lock output high when 
the ... After that, it will monitor the UP and DOWN pulses being emitted by the DPFD. ... 
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[html] The collective: A cache-based system management architecture yMfifc.S?S P-STisq 

... So that we can, in many cases, detect this case and warn the user, a VAT will attempt to acquire 
and hold a lock for the subscription ... 2.5.2 Machine Lockdown. ... We expect that in our system the 
user would log out and possibly shut down his VAT soon after he completes his work. ... 
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Hitch control system with start-up iock-out 
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... This system includes a startup fea- A tractor 10 includes a rear housing 20 which sup ... tially 
proportional to the magnitude of the electrical This start-up, lock-out algorithm will also prevent ... 
in the upper limit con- An operator-controlled position/load command trol during shut down. ... 
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Conversion of a watercrafi io a water skier controiied drone 



... A second use for the rear storage compartment 72 is to house the expansion lockdown device 
74 that opera- tively connects with the standard tie-down hole 28 ... Expansion lock- down device 
74 is comprised of an axially moving rod 76 whose movement will compress rubber ... 
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